Suggested Maintenance Durations   

Every Week 

· Carpets - Vacuum all carpets regularly.
Every Month 

· Furnace/air conditioning - inspect filters for dust. Clean and replace filters as needed. 

· Plumbing - Check under kitchen and bathroom cabinets for leaks. Check the area around the hot water heater for leaks. 

· Kitchen Exhaust Fan - Remove and clean the filter. Clean accumulated grease deposits from the fan housing. 

· Faucet aerators - Check for proper flow of water. If the flow is reduced, clean the aerator screens. During the first two months, the faucet aerators could require more frequent cleaning. 

· GFCI receptacles - Press test button to "trip" the circuit. Replace if necessary. 

Every Two Months 

· Exterior doors - Oil hinges and locks if required. Inspect finish for cracks and peeling. Use touch up paint where required. 

Every Three Months 

· Interior doors - Lubricate hinges. 

· Garage door - Lubricate hardware. Inspect mechanism for free travel. Adjust if necessary. 

· Smoke detectors - Test smoke detectors. Replace batteries if necessary. 

Every Six Months 

· Kitchen tile grout - Inspect for loose or missing grout. Re-grout if necessary. Re-caulk at the edge of the backsplash if necessary. 

· Tile areas - Inspect caulked areas for missing or damaged caulking. Re-caulk if necessary. 

· Shower doors - Inspect for proper fit. Adjust if necessary. Inspect caulking and recaulk, if necessary. 

· Tub enclosures - Inspect for proper fit. Adjust if necessary. Inspect caulking and re-caulk, if necessary. 

· Front doors - Repaint, if necessary. Consult your Homeowner Association regulations before you change the exterior paint color of your doors. 

· Inspect exteriors for sign of termites 

· Exterior paint - Inspect southern and western exposures for cracked and peeling paint. Repair and repaint, if necessary. Consult your Homeowner Association regulations before you change the exterior paint colors. 

Every Twelve Months 

· Exterior paint - Inspect for cracked and peeling paint. Repair and repaint, if necessary. Consult your Homeowner Association regulations before you change the exterior paint colors. 

· French and exterior wood doors - Repaint annually. Consult your Homeowners Association regulations before you change the exterior paint color of your doors. 

· Roof - Inspect for damaged shingles after storms and high winds. An annual inspection by a roofing professional is recommended 

· Heat pump/furnace - We recommend an inspection by a heating professional every year. 

